Collet Size 6 or 6.35 mm

Free Speed 20,000 rpm

Air Ci i 6.67 l/s

Di i 157 x 38 x 38 mm
Net Weight 0.6 kg

Air Inlet 3/8"

Collet Size 6 or 6.35 mm
Free Speed 20,000 rpm

Air Ci i 6.67 I/'s

Dil ions 167 x 36 x 36 mm
Net Weight 0.7 kg

Air Inlet 3/8"

KPT-NG65A-CS SAFETY LEVER

Collet Size 6 or 6.35 mm
Free Speed 16,000 rpm

Air C pti 8.341/s

Di i 365 x 47 x 47 mm
Net Weight 1.3 kg

Air Inlet 3/8"

KPT-NG65A-CR ROTARY

Collet Size 6 or 6.35 mm
Free Speed 16,000 rpm

Air C pti 8.34 /s

Dil ions 310 x 47 x 47 mm
Net Weight 1.2 kg

Air Inlet 3/8"

KPT-NG75A-CS SAFETY LEVER

Collet Size 6 or 6.35 mm
Free Speed 15,000 rpm

AirC pti 10.0 s

Dil i 365 x 50 x 50 mm
Net Weight 1.4 kg

Air Inlet 3/8"

KPT-NG75A-CR ROTARY

Collet Size 6 or 6.35 mm
Free Speed 15,000 rpm

Air C i 10.0 I/s

Dil ions 310 x 50 x 50 mm
Net Weight 1.4 kg

Air Inlet 3/8"

KPT-NG65L-CS SAFETY LEVER

Collet Size 6 or 6.35 mm
Free Speed 16,000 rpm

Air C pti 8.34 /s

Dil i 425 x 47 x 47 mm
Net Weight 1.4 kg

Air Inlet 3/8"

KPT-NG65L-CR ROTARY

Collet Size 6 or 6.35 mm
Free Speed 16,000 rpm

Air C pti 8.34 l/s

Dil ions 370 x 47 x 47 mm
Net Weight 1.4 kg

Air Inlet 3/8"

KPT-NG75L-CS SAFETY LEVER

Collet Size 6 or 6.35 mm
Free Speed 15,000 rpm

Air C pti 10.0 l/s

Di i 570 x 50 x 50 mm
Net Weight 2.4 kg

Air Inlet 3/8"

KPT-NG75L-CR ROTARY

Collet Size 6 or 6.35 mm
Free Speed 15,000 rpm

Air C pti 10.0 I/s
Dimensions 515 x 50 x 50 mm
Net Weight 2.4 kg

Air Inlet 3/8"




