KPT-14ME 1/2" sq.drive

Double Loop
Clutch

@

Bolt Caj 16 mm

Sq.Drive 12.7 mm

Working Torque (Max.) 50 - 450 (560) Nm
Free Speed 6,000 rpm

AirC p 13.5 /s

Dil i 185 x 71 x 189 mm
Net Weight 2.1 kg

Air Inlet 1/4"

Ver.2 (Lever type) ¢

y

Ver.3 (Button type)
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KPT-14SX 1/2” sq.drive
e

Bolt Capacity 16 mm

Sq.Drive 12.7 mm

Working Torque (Max.) 50 - 300 (340) Nm
Free Speed 7,500 rpm

Air C p 11.8 /s

D 173 x 60 x 172 mm
Net Weight 1.4 kg

Air Inlet 1/4"

KPT-14XP 1/2" sq.drive

Bolt C i 16 mm

Sq.Drive 12.7 mm

Working Torque (Max.) 50 - 480 (570) Nm
Free Speed 6,000 rpm

Air C pti 12.8 /s

Di i 197 x 71 x 189 mm
Net Weight 2.2 kg

Air Inlet 1/4"

KPT-14UP 1/2" sq.drive

Double Loop
Clutch
do%

KPT-231 1/2" sq.drive

Double Loop Pin
Clutch

KPT-1420 1/2" sq.drive

KPT-14FX 1/2” sq.drive
T <= Short!

Bolt Cay y 16 mm

Sq.Drive 12,7 mm

Working Torque (Max.) 50 - 550 (680) Nm
Free Speed 6,200 rpm

Air Const i 8.81/s

Di i 154 x 71 x 197 mm
Net Weight 1.82 kg

Air Inlet 1/4"

KPT-14HT 1/2" sq.drive

Bolt Capacity 16 mm

$q.Drive 12.7 mm

Working Torque (Max.) 108 - 610 (670) Nm
Free Speed 7,000 rpm

Air C i 8.83 /s

Di i 195 x 62 x 192 mm
Net Weight 2.0 kg

Air Inlet 1/4"

Clutch
KPT-231 KPT-1420
KPT-231 / KPT-1420

Bolt Cay 16 mm Bolt Capacity 16 mm

S$q.Drive 12.7 mm Sq.Drive 12.7 mm

Working Torque (Max.) 50 - 500 (580) Nm Working Torque (Max.) 55 - 475 (570) Nm

Free Speed 6,000 rpm Free Speed 6,900 rpm / 6,300 rpm

Air C 14.51/s Air Ci 9.77 /s / 14.49 l/s

Dil 185 x 64 x 190 mm Dil ions 195/197 x 72 x 185 mm

Net Weight 2.58 kg Net Weight 2.5 kg

Air Inlet 14" Air Inlet 14"
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n H n -
KPT-14SH-M 1/2" sq.drive KPT-14DS 1/2" sq.drive
n =
KPT-1 4SH-DL 1/ Sq.drlve Double Loop
Clutch
Clutch
KPT-14SH-M  KPT-14SH-DL
KPT-14SH-M / KPT-14SH-DL

Bolt Capacity 16 mm Bolt Capacity 16 mm

Sq.Drive 12.7 mm Sq.Drive 12.7 mm

Working Torque (Max.) 55 - 420 (500) Nm Working Torque (Max.) 35 - 285 (285) Nm

Free Speed 6,000 rpm Free Speed 10,000 rpm

Air Ci p 13.48 I/s Air Ci i 5.83 I/s

Di ions 190 x 70 x 190 mm Di 142 x 58 x 176 mm

Net Weight 2.5kg Net Weight 1.4 kg

Air Inlet 1/4" Air Inlet 1/4"
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KPT-14TR 1/2" sq.drive

Semi. Industrial

Bolt Capacity 16 mm

Sq.Drive 12.7 mm

Working Torque (Max.) 30 - 300 (300) Nm
Free Speed 10,000 rpm

Air Consumpti 751s

Di i 168 x 55 x 170 mm
Net Weight 1.2 kg

Air Inlet 1/4"

SINGLE HAMMER PINLESS HAMMER DO

<IMPACT WRENCH - HAMMER MECHANISM >

®
e

® Powerful hitting
® Easy maintenance

® Small hammers
(round shape) realize
light weight & big impact

2P

@ eHammer & Hammer
y Pin are unified

® Powerful hitting

SINGLE LOOP CLUTCH
:.“ / =
3 &

e High torque by

centrifugal force
®| ong life

® Small hammers
(flat shape) realize light
weight & big impact

UBLE HAMMER

o

®| ess vibration & stable
hitting (twice per rotation)
®| ong life

DOUBLE LOOP CLUTCH

o Well balanced hitting
makes stable torque
®| ess vibration & Long life




